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Description

BACKGROUND

[0001] The following disclosure relates generally to the insect and insect infestation detection arts, chemical sensing
arts, gas detection arts, volatile organic compound analysis arts, gas-sensingmicrochip arrays, andmethods and devices
related thereto. It finds particular application in association with arts related to the high sensitivity and selectivity detection
of insects in stored food and other products or materials.
[0002] Storedproduct insects ("SPIs") aremost often found feedingonfinished foodproducts, the ingredients for foodor
are infesting equipmentwhere food is prepared, processed, packagedor stored. The economic losses from these pests in
the processing, transportation, and storage systems can be in themillions of dollars per incident of contamination, product
recall, consumer complaint/litigation, and pest control applications (Arthur et. Al., 2009). Additionally, certain SPIs have
health implications if accidently consumed, causing gastric stress in infants and elderly people (Okamura, 1967).
[0003] Current insect detection relies on flashlight inspection and the use of traps with multiple synthetic pheromone
lures and traps to captureadult SPI. Thepheromonesare volatile organic compounds ("VOCs") that areemitted frommale
and or females of the individual species. Pheromone lures and traps rely on insect activity and this can be significantly
affected by temperature. Pheromone volatility, quantity/quality, as well as human activity and insect dynamics interplay
with these elements resulting in trap data that is quite variable. Interpretation of trap catch is based on a small sampling of
the population (2‑10% or less). This makes detection and remediation of pest infestations difficult.
[0004] The Indianmeal moth ("IMM") is the most common stored product insect found throughout the U.S. (Mueller,
1998;Resener1996). It is theone insect foundmoreoften thananyotheronstored foodandgrain in theU.S.Theadult IMM
canbe foundalmost anywhere in the temperate regionsof theworld. Further, in theU.S. andEurope it is theone insect pest
that causes themost damage. There are two reasons that this insect has survived so well in our environment: 1) the large
number of eggs the female lays in her short life time; and 2) its ability to genetically change or adapt to survive pesticides
whichman uses to protect his food (resistance). The IMMwas found to be themost resistant insect known toman. Over a
fifty-year period, the genetic makeup of this insect has been changed to resist the commonly used pesticideMalathion. In
the 1970’s, the IMMstarted showing signs of resistance to this commonly used insecticide. The IMMdeveloped a 60,000-
fold resistance to this pesticide.
[0005] The IMM are most often found feeding on finished food products, the ingredients for food such as stored wheat
products, milled/processed wheat, and other stored products such as milled cereal products, flour, bran, pasta products,
spices, or infesting equipment where food is prepared, processed, packaged or stored. IMM larvae are the destructive life
stage of the insect, eating voraciously. The larvae are highly mobile and can continuously seek out new sources of food.
The value of the food is damaged by the food they consume, the frass they deposit, and the webbing that the larvae leave
behind as they move
Further, the IMM is often a precursor of other stored product insects. An un-treated IMM infestation can be an indicator of
other SPI infestations yet to come (Mueller, 2016). The five most commonly encountered stored product insects (SPI)
include the Indianmeal moth (Plodia interpunctella), warehouse beetle (Trogoderma variabile), flour beetles (Tribolium
spp.), grain beetles (Oryzaephilus spp.) and the cigarette beetle (Lasioderma serricorne) (Mueller, 1998; Hagstrum and
Subramanyam,2006). Theeconomic losses from thesepests in processing, transportingand storing canbe in themillions
of dollars per incident of contamination, product recall, consumer complaint/litigation, and pest control applications
(Arthur, 2009). Yet there is no efficient, low cost method to monitor and detect them.
[0006] SeveralSPIpheromoneshavebeen identifiedbutarenot commercially availabledue toshort shelf life andcost of
production (Phillips et. al., 2000). The compoundsareuniquebut canattract interspecific competitors suchas in the stored
food moth group and the Trogoderma complex. The single pheromone (Z,E)‑9,12-Tetradecadienyl acetate is the
predominant pheromone for Plodia, but will attract three other food moths of the Ephestia species. The pheromone
compound R,Z 14-Methyl ‑8-Hexadecenal is the main component for attracting the warehouse beetle (Trogoderma
variabile), but will also attract three other common Trogoderma species including a quarantine pest (Khapra beetle,
Trogoderma granarium). Several species of flour beetles (Tribolium species) are attracted to a single compound 4,8-
Dimethyldecanal, two species of grain beetles (Oryzaephilus species) are attracted to (Z,Z)‑3,6-Dodecadien‑11-olide, but
(4S,6S,7S)‑4,6-Dimethyl‑7-hydroxynona‑3-one, thepheromone for cigarettebeetles (Lasiodermaserricorne) is unique to
the species.
[0007] Furthermore, with respect to possible target semiochemicals and/or kairomones, these semiochemicals and
kairomones are high molecular weight VOCs. Thus, their vapor pressures and concentrations in the headspace over
infested stored products will be low, and thus are much more difficult to detect.
[0008] Thus, it would be desirable to eliminate the variability and uncertainty of detecting pest presence/absence,
abundance, and location by using methods, devices, and systems that can detect and measure multiple pheromone
concentrations. Additionally, it would be desirable provide such methods, devices, and systems that can detect other
stored product insect larvae by sensing their semiochemicals/kairomones in an analogous fashion. Threshold concen-
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trationscanbeestablished todetermine immediateabsenceor presenceof themost commonSPIwithina trailer, land/ sea
container, bulk tote, pallet of bagged ingredients or a storage room. Itwouldalsobedesirable to provide theability to detect
a gradient of VOC concentrations, which could assist in locating and pinpointing SPI infestations within structures, wall
voids, crack and crevices or equipment. Further, it is desirable to provide a handheld device, whichwould removemuch of
the dependency of insect mobility and environmental as factors that affect activity from the SPI monitoring model. US
2007/028667A1 discloses a device for detecting target VOCs in a sample. N J Smilanich: "StoredProduct Protectionwith
a Pheromone Based Multi - Insect Detector." 31 January 2017, Retrieved from the Internet: URL:https://reeis.usda.gov/
web/crisproiect pages/1006461-stored-product-protection-with-a-pheromone-based-multi--insect-detector.html, pages
1‑4, and J WU ETAL: "Feasibility of the application of electronic nose technology to detect insect infestation in wheat",
CANADIAN BIOSYSTEMS ENGINEERING, vol . 55, no. I, 31 December 2013 (2013‑12‑31), pages 3.1‑3.9, CA ISSN:
1492‑9058, DOI: 10.7451/CBE.2013.55.3.1, disclose further devices and methods for detecting insect infestation. EP 2
778 667 A1 discloses a multi-temperature CMOS sensor adapted for detecting several gaseous analytes in a gaseous
carrier from electrical parameters measured at different sensing locations of the CMOS sensor having different
temperatures.
[0009] These objects are achieved by a device according to claim 1 or a method according to claim 6.
[0010] Further improvements are given in the dependent claims.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] The subject disclosure may take form in various components and arrangements of components, and in various
steps and arrangement of steps. The drawings are only for purposes of illustrating the preferred embodiments and are not
to be construed as limiting the subject disclosure.

FIG. 1 is a flowchart illustrating amethodof identifying an insect infestation in accordancewith oneembodiment of the
subject application.
FIGS.2A‑2Bareflowcharts illustratinga furthermethodof identifyingan insect infestation inaccordancewitha further
embodiment of the subject application.
FIG. 3 is a block diagram illustrating a system configured to perform themethods disclosed herein in accordancewith
one embodiment of the subject application.
FIGS. 4A‑4B are an illustration of a first side (FIG. 4A) and a second side (FIG. 4B) of an individual VOC sensor in
accordance with certain embodiments of the subject application.
FIG. 5 is an illustration of an individual VOC sensor suspended in a holder in accordance with one embodiment of the
subject application.
FIG. 6 is a representative side-view cross-section of a sensor array comprising a plurality of VOC sensors in
accordance with one embodiment of the subject application.
FIG. 7 is a block diagram of an infestation detection system in accordance with one embodiment of the subject
application.
FIGS. 8A‑8Dare graphs illustrating the sensitivity of aVOCsensor array to various target volatile organic compounds
in accordance with one embodiment of the subject application.
FIGS. 9A‑9C are graphs illustrating the response of a first VOC sensor to the presence of three target stored product
insects ("SPIs") in accordance with one embodiment of the subject application.
FIGS. 10A‑10C are graphs illustrating the response of a second VOC sensor to the presence of three target stored
product insects ("SPIs") in accordance with another embodiment of the subject application.
FIGS. 11A‑11C are graphs illustrating the response of a third VOC sensor to the presence of three target stored
product insects ("SPIs") in accordance with one embodiment of the subject application.
FIGS. 12A‑12C are graphs illustrating the response of a fourth VOC sensor to the presence of three target stored
product insects ("SPIs") in accordance with one embodiment of the subject application.
FIGS. 13A‑13D are graphs illustrating the response of four VOC sensors to the presence varying quantities of three
target stored product insects ("SPIs") in accordance with one embodiment of the subject application.

DETAILED DESCRIPTION

[0012] In the following specification and the claimswhich follow, referencewill bemade to a number of termswhich shall
be defined to have the following meanings.

Definitions

[0013] In the followingspecificationand theclaims that follow, referencewill bemade toanumberof termswhich shall be
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defined to have the followingmeanings. Although specific termsare used in the following description for the sake of clarity,
these termsare intended to referonly to theparticular structureof theembodiments selected for illustration in thedrawings,
andarenot intended todefineor limit thescopeof thedisclosure. In thedrawingsand the followingdescriptionbelow, it is to
be understood that like numeric designations refer to components of like function. Furthermore, it should be understood
that the drawings are not to scale.
[0014] The singular forms "a," "an," and "the" include plural referents unless the context clearly dictates otherwise.
[0015] The term "comprising" is usedherein as requiring thepresenceof thenamedcomponents/stepsandallowing the
presenceof other components/steps.The term "comprising" shouldbeconstrued to include the term "consistingof",which
allows the presence of only the named components/steps.
[0016] Numerical values should be understood to include numerical values which are the same when reduced to the
same number of significant figures and numerical values which differ from the stated value by less than the experimental
error of conventional measurement technique of the type described in the present application to determine the value.
[0017] All ranges disclosed herein are inclusive of the recited endpoint and independently combinable (for example, the
range of "from 2 mm to 10 mm" is inclusive of the endpoints, 2 mm and 10 mm, and all the intermediate values).
[0018] The term "about" can be used to include any numerical value that can varywithout changing the basic function of
that value.When usedwith a range, "about" also discloses the range defined by the absolute values of the two endpoints,
e.g. "about 2 toabout 4" alsodiscloses the range "from2 to4."More specifically, the term "about"may refer to plus orminus
10% of the indicated number.
[0019] The terms "ppm"and "ppb" should be understood to refer to "parts permillion" and "parts per billion" respectively.
As used herein, "ppm", "ppb", and the like refer to a volume fraction, rather than a mass fraction or mole fraction. For
example, the value 1 ppm may be expressed as 1 µV/V, and the value 1 ppb may be expressed as 1 nV/V.
[0020] Thepresent disclosuremaybeunderstoodmore readily by reference to the followingdetaileddescriptionand the
various drawings discussed therein.

Methods

[0021] Disclosed herein are methods of determining whether an insect infestation is present in a stored product by
detecting the presence of one or more target volatile organic compounds ("VOCs"), such as certain semiochemicals,
kairomones, and/or pheromones of various stored product insects ("SPIs"), with high sensitivity and high selectively.
[0022] With reference to FIG. 1, amethod 100 of identifying an insect infestation of a stored product by detecting one or
more target volatile organic compounds within a target fluid flow is provided. The method includes: providing a device
comprising a sensor array having aplurality of VOCsensors (S110); heating oneormoreof the plurality of VOCsensors to
at least a first operating temperature (S115); contacting the one or more VOC sensors with the target fluid flow (S120);
determining a set of conductance change values corresponding to each of the one or more VOC sensors contacted with
the target fluid flow (S125); and determining a gas component concentration for one ormore of the target VOCswithin the
target fluid flow based on the set of conductance change values (S130). In accordancewith the present invention, each of
the VOC sensors of the sensor array comprises: a substrate; a resistive heater circuit; a sensing circuit; and a chemically
sensitive film formed over the sensing circuit. According to the present invention, the resistive heater circuit is formed on a
first sideof the substrate, the sensingcircuit is formedonasecondsideof the substrate, and the chemically sensitive film is
formed over the sensing circuit on the second side of the substrate.
[0023] In particular embodiments, the method 100 includes measuring a signal conductance for the one or more VOC
sensors after contacting the one or more VOC sensors with the target fluid flow. That is, the set of conductance change
values may be determined based on the difference between the signal conductance for each of the one or more VOC
sensors contacted with the target fluid flow and a baseline conductance of each of the corresponding VOC sensors. In
some embodiments, the baseline conductance for one or more VOC sensors is measured while the one or more VOC
sensors are in an atmosphere absent of any target VOCs.
[0024] In preferred embodiments, the target fluid flow is an air sample taken fromwithin a proximity to the stored product
being evaluated for possible insect infestation. That is, the target fluid flowmay be a gas sample from the headspace over
the stored product of interest.
[0025] Themethod 100 begins at S105 and ends at S135, however, in particular embodiments, themethod 100may be
repeated (e.g. repeating steps S110 to S130) by sampling a plurality of target fluid flows (e.g. air samples) from within a
plurality of proximities to the stored product(s) being evaluated. That is, themethod100may identify a gradient of potential
insect infestation by sampling one or more target fluid flows at a plurality of distances from the stored product(s) (e.g. at a
distance less thanabout 0.31m(1 foot) from the storedproduct; at a distancebetweenabout 0.31mand0.61m (1 foot and
2 feet) from the stored product; at distance between about 0.61 m and 0.91 m (2 feet and 3 feet) from the stored product;
etc.).
[0026] In further embodiments, the one or more target VOCs are a semiochemical, a kairomone, and/or a pheromone
associated with one or more insects such as SPIs. In particular, the one or more target VOCsmay be a semiochemical, a
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kairomone, and/or a pheromone associated with the red flour beetle, sawtoothed grain beetle, warehouse beetle,
Indianmeal moth, and/or cigarette beetle, for example. In specific embodiments, the at least one of the one or more
target VOCs within a fluid flow may be selected from a group consisting of: 4,8-dimethyldecanal; (Z,Z)‑3,6‑(11R)‑Do-
decadien‑11-olide; (Z,Z)‑3,6-Dodecadien-olide; (Z,Z)‑5,8‑(11R)‑Tetradecadien‑13-olide; (Z)‑5-Tetradecen‑13-olide;
(R)‑(Z)‑14-Methyl‑8-hexadecenal; (R)‑(E)‑14-Methyl‑8-hexadecen-al; γ-ethyl-γ-butyrolactone; (Z,E)‑9,12-Tetradecadie-
nyl acetate; (Z,E)‑9,12-Tetra-decadien‑1-ol; (Z,E)‑9,12-Tetradecadienal; (Z)‑9-Tetradecenyl acetate; (Z)‑11-Hexa-dece-
nyl acetate; (2S,3R,1’S)‑2,3-Dihydro‑3,5-dimethyl‑2-ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-one; (2S,3R,1’R)‑2,3-Di-
hydro‑3,5-dimethyl‑2-ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran ‑4-one; (4S,6S,7S)‑7-Hydroxy‑4,6-dimethylnonan‑3-one;
(2S,3S)‑2,6-Diethyl‑3,5-dimethyl‑3,4-dihydro‑2H-pyran; 2-Palmitoyl-cyclohexane‑1,3-dione; and 2-Oleoyl-cyclo-hex-
ane‑1,3-dione.
[0027] With reference to FIGS. 2A and 2B, a method 200 of identifying an insect infestation of a stored product by
detecting one or more target volatile organic compounds within a target fluid flow is provided in accordance with a further
embodiment of the present disclosure. The method 200 begins at S202.
[0028] In a stepS04, a device comprising a sensor array having a plurality of VOCsensors is provided. Each of theVOC
sensors of the sensor array comprises: a substrate; a resistive heater circuit; a sensing circuit; and a chemically sensitive
film formedover thesensingcircuit. According to thepresent invention, the resistiveheater circuit is formedonafirst sideof
the substrate, the sensing circuit is formed on a second side of the substrate, and the chemically sensitive film is formed
over the sensing circuit on the second side of the substrate.
[0029] In particular embodiments, the sensor array includes a plurality of differentiated VOC sensors. That is, the
surface composition for one or more of the plurality of VOC sensors may be varied through the inclusion of catalytic
materials in the chemically sensitive film (i.e. active layer). In other words, chemically sensitive film of one or more VOC
sensorscancompriseadopingagent. Insomeembodiments, thedopingagentmaybe, forexample,a transitionmetal. For
example, the doping agent may be selected from a group consisting of: platinum; palladium; molybdenum; tungsten;
nickel; ruthenium; and osmium.
[0030] In a stepS206, one ormore of the plurality of VOC sensors are heated to at least a first operating temperature. In
particular embodiments, theoperating temperature isbetweenabout180°Candabout400°C. In further embodiments, the
operating temperatureof theoneormoreVOCsensors ismaintainedduring subsequent stepsof themethod. Inparticular,
the heating circuit of each VOC sensor may be utilized to measure and control the temperature of the VOC sensor
throughout its operation.
[0031] Embodimentsof themethod200 includeoneormorecalibrationsteps208,comprising: contactingoneormoreof
the plurality of VOC sensors with a sample fluid flow, the sample fluid flow being absent of any target VOCs (S210);
measuring a baseline conductance for one or more VOC sensors (S212); optionally removing the fluid flow from contact
with theoneormoreVOCsensors (S216);contacting theoneormoreVOCsensorswithacontrol fluid flowhavingaknown
concentration of the target VOC (S218); measuring a control conductance for each of the one or more VOC sensors
(S220); calculating a specific net conductance value based on themeasured control conductance of the VOC sensor and
the knownconcentration of the target VOCwithin the control fluid flow (S222);andoptionally repeating at least stepsS218
to S222 for a plurality of control fluid flows (S226). In case of repetition, the calibration steps 208 may further comprise:
removing the fluid flow from contact with the one ormoreVOCsensors (S228); and adjusting the baseline conductance of
one or more VOC sensors (S230) after contact with at least one target VOC.
[0032] In a step S210, one or more of the plurality of VOC sensors are contacted with a sample fluid flow. In preferred
embodiments, the sample fluid flow is a volume of air without any target VOCs for which the method 200may be testing.
[0033] In a step S212, a baseline conductance for the one or more VOC sensors contacted with the sample fluid flow is
measured using the sensing circuits of the VOC sensors. Because the film formed over the sensing circuit of the VOC
sensors is chemically sensitive (e.g. semiconductive), the current flowing in the material is due to electrons in the film’s
conduction band, which may be affected by the presence of undesirable and/or targeted compounds (e.g. target VOCs).
Thus, after attaining operating temperature in a step S206, and in contact with a gas sample (i.e. sample fluid flow) that
does not contain themarker gas (i.e. fluid flowshaving at least one target VOC), theVOCsensor’s resistance ismeasured
and recorded as a baseline resistance or a baseline conductance. In some embodiments, a set of baseline conductances

214 is determinedand includesabaseline conductance (e.g. ) for eachof theplurality ofVOC

sensors.
[0034] In a step S216, the sample fluid flow is removed from contact with the VOC sensors of the sensor array. In
particular embodiments, thismay include purging a chamber or reactor housing the sensor array and/or one ormore of the
VOC sensors.
[0035] In a stepS218,oneormoreVOCsensors are contactedwith a control fluid flow (e.g.marker gas) havinga known
concentration of at least one target VOC.
[0036] In a step S220, a control conductance for each of the one or more VOC sensors contacted with the control fluid
flow is measured. Because contact with the control fluid flow may make greater or fewer electrons available to the
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conduction based of the chemically sensitive film, the VOC sensor’s resistance / conductance changes.
[0037] Then, in a step S222, a specific net conductance value for each of the one or more VOC sensors is determined
based on the measured test conductance of the VOC sensor and the known concentration of the target VOC within the
control fluid flow. As investigated and disclosed herein, the amount of the conductance changemay be proportional to the
concentration of the gas, with the specific net conductance ("SNC") as used herein refers to the proportionality coefficient.
In particular embodiments, the control fluid flow has a first target VOC concentration of about 10 ppb to about 400 ppb. In
preferred embodiments, the control fluid flow has a target VOC concentration of about 200 ppb.
[0038] The resulting changebetween the baseline conductanceand the control conductancemeasured for oneormore
of the plurality of VOC sensors is determined and divided by the specified (i.e. known) concentration to give a SNC value
(i.e. a measure of sensitivity of that chip for that gas) with units generally expressed as "nano-mhos/part per billion" or
"nmho/ppb". Each chip will have a different SNC for each of the target gases of interest in the application.
[0039] For further calibration, in a step S226, at least steps S218 to S222 may be repeated for additional control fluid
flows to obtain a plurality of specific net conductance ("SNC") values for one ormore of the VOC sensors, wherein each of
the specific net conductance values for each of the VOC sensors corresponds to a different target VOC. In some
embodiments, the plurality of SNCvalues is a set of SNCvalues ({SNCi,X})224and includesSNCvalues corresponding to
oneormore targetVOCs foreachof theplurality ofVOCsensors (e.g. for a firstVOCsensor,SNC1,X1,SNC1,X2,...SNC1,Xn;
for a second VOC sensor, SNC2,X1, SNC2,X2, ... SNC2,Xn; etc.), wherein Xn represents a particular target VOC.
[0040] According to the present invention, the method 200 includes a step that comprises adjusting the baseline
conductance / resistance of one or more of the VOC sensors (S230/S232). After being contacted with a target VOC(s), a
VOCsensormayhaveasubsequent (i.e. post-contact) baselineconductancedifferent from itsbaselineconductanceprior
to contactwith the targetVOC(s). According to thepresent invention, suchbaseline conductancevariationsareaccounted
for byadjusting thebaseline conductanceafter contactwith the targetVOC(s) in astepS230/S232.During calibration208,
the control fluid flow is removed S228 (e.g. from the sensor array chamber), and the conductance of the VOC sensors is
adjusted in a step S230 by measuring the conductance of each of the VOC sensors to determine a post-contact
conductance for the VOC sensors, comparing the post-contact conductances with the baseline conductances 214,
andheating oneormoreof theVOCsensors to at least a secondoperating temperature such that the conductanceof each
of the VOC sensors at a second operating temperature matches the corresponding baseline conductance 214 prior to
contact. The second operating temperature for each of the VOC sensors may be higher or lower than the first operating
temperature of the corresponding VOC sensor, based on the measured post-contact conductance of that VOC sensor.
[0041] Turning toFIG.2B,after calibrationsteps208 thebaseline conductanceof theVOCsensorsmaybeadjusted in a
stepS232byclearing the sensor array chamber of targetVOCs,measuring the conductanceof oneormoreVOCsensors,
comparing the measured conductances with the corresponding baseline conductances, and heating one or more of the
VOC sensors to at least a second operating temperature such that the conductance of each of the VOC sensors at the
second operating temperature matches the corresponding baseline conductance 214.
[0042] Following the adjustment step S232 or the heating step S206, one or more VOC sensors are contacted with a
target fluid flowat a stepS234. In particular embodiments, the target fluid flow is anair sample taken fromwithin aproximity
to the stored product being evaluated for possible insect infestation. As such, the target fluid flowmay contain one ormore
targetVOCs, suchasasemiochemical, a kairomone,and/or apheromoneassociatedwithoneormore insects (e.g.SPIs).
For example, several pheromones and semiochemicals are listed below in Table 1 and Table 2 for certain SPIs:

TABLE 1. SPIs and their Pheromones

PEST PHEROMONE CHEMICAL NAME

Red flour beetle
tribolure 4,8-DimethyldecanalTriboleum castaneum

Sawtoothed grain beetle
cucujolide IV (Z,Z)‑3,6‑(11 R)‑Dodecadien‑11-olide
cucujolide IX (Z,Z)‑3,6-Dodecadienolide

Oryzaephilus surinamensis cucujolide V (Z,Z)‑5,8‑(11R)‑Tetradecadien‑13-olide
cucujolide III (Z)‑5-Tetradecen‑13-olide

Warehouse beetle R,Z-trogodermal (R)‑(Z)‑14-Methyl‑8-hexadecenal

Trogoderma variabile Ballion R,E-trogodermal γ-caprolactone (R)‑(E)‑14-Methyl‑8-hexadecenal γ-ethyl-γ-bu-
tyrolactone

Z9E12‑14Ac (Z,E)‑9,12-Tetradecadienyl acetate
Indian meal moth Z9E12‑14OH (Z,E)‑9,12-Tetradecadien‑1-ol
Plodia interpunctella Z9E12‑14Ald (Z,E)‑9,12-Tetradecadienal

Z9‑14Ac (Z)‑9-Tetradecenyl acetate
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(continued)

PEST PHEROMONE CHEMICAL NAME
Z11‑16Ac (Z)‑11-Hexadecenyl acetate

α-serricorone (2S,3R,1’S)‑2,3-Dihydro‑3,5-dimethyl‑2-
ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-one

Cigarette beetle
β-Serricorone (2S,3R,1’R)‑2,3-Dihydro‑3,5-dimethyl‑2-

ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-one
Lasioderma serricorne (F.) 4S6S7S-serricornin (4S,6S,7S)‑7-Hydroxy‑4,6-dimethylnonan‑3-

one
anhydroserricornin (2S,3S)‑2,6-Diethyl‑3,5-dimethyl‑3,4-dihy-

dro‑2H-pyran
2S3R-serricorone (2S,3R)‑2,3-Dihydro‑3,5-dimethyl‑2-ethyl‑6‑(1-

methyl‑2-oxobutyl)‑4H-pyran‑4-one

TABLE 2. IMM Pheromone and Semiochemical Components

Adult Indian meal moth Plodia
interpunctella

Indian meal moth larvae Plodia
interpunctella

PHEROMONE
COMPONENT

9, 12-Tetradecadienyl acetate
9,12-Tetradecadien‑1-ol
9,12-Tetradecadienal
(Z)‑9-Tetradecenyl acetate
(Z)‑11-Hexadecenyl acetate

SEMIOCHEMICAL
COMPONENT

2-Palmitoyl-cyclohexane‑1,3-dione
2-Oleoyl-cyclohexane‑1,3-dione

[0043] At a step S236, a signal conductance is measured for the one or more VOC sensors after contacting the one or
more VOC sensors with the target fluid flow.
[0044] Then, at a step S238, a set of conductance change values ({ΔKi}) is determined for one or more of the VOC
sensors of the sensor array. In particular embodiments, for each of the VOC sensors, the conductance change valuemay
be determined as shown below:

wherein i is an integer, ΔKi is the conductance change value for VOC sensor i, Ki is the signal conductance of the VOC

sensor i measured in the present of the target fluid flow, and is the baseline conductance for the VOC sensor i.
[0045] In astepS240,agascomponent concentration ([X]n) for oneormoreof the targetVOCswithin the target fluid flow
is determined based on the set of conductance change values. In particular embodiments,more than one target VOCmay
be present in the target fluid flow, in additional to other background and/or interferent gases, making analysis difficult. In
particular embodiments, the gas component concentrations ([X]n) for the one or more target VOCs within the target fluid
flow isdeterminedbasedon theset of conductancechangevaluesand theoneormoreSNCs for eachof theVOCsensors.
In further embodiments, the gas component concentrations ([X]n) for the one or more target VOCs within the target fluid
flow is determined by solving a system of equations, for example, as illustrated below:

8

EP 3 740 753 B1

5

10

15

20

25

30

35

40

45

50

55



wherein ΔKi is the measured conductance change for sensor "i", "i" ranging from 1 to 4, SNCij is the "Specific Net
Conductance" of sensor "i"whencontactedbygas (e.g. targetVOC) "j", "j" beinggasor gas categoryA,B,CorD, and [X] is
the concentration of gas A, B, C, or D expressed in gas volume-to-volume terms, that is, liters of gas per liter of total
atmosphere.
[0046] Although only four target VOCs (i.e. A, B, C, andD) and four sensors (i.e. 1, 2, 3, and 4) are illustrated above, the
number of targetVOCsand thenumber ofVOCsensors present in the analysismay vary fromapplication to application, or
from use to use, and is not only limited to four. As a result, the problem of determining concentrations for several target
VOCs and/or background and interferent gases present within a certain fluid flow becomes possible.
[0047] In some embodiments, the method 200 may further comprise operating a user interface to communicate the
results of the analysis (S242).That is, thedevice provided in stepS204may further comprise auser interface configured to
display the results of the analysis of the target fluid flow to an associated user. For example, the user interface may be
configured to display or otherwise indicate the presence of an insect infestation, including the presence of one or more
insects (e.g. SPIs). The presence of an infestation by be indicated based on a pre-determined threshold concentrations,
whichmaybeassociatedwith the typeof storage facility (e.g.within a trailer, land/ sea container, bulk tote, pallet of bagged
ingredients or a storage room) or the type of stored product being tested. The user interface may further be configured to
display or otherwise indicate the level of the presence of insects based on the detected target VOCs (e.g. the degree of
infestation).
[0048] In particular embodiments, theuser interfacemaybeadedicatedscreen, suchasaTFTLCDscreen, an IPSLCD
screen, a capacitive touchscreen LCD, an LED screen, an OLED screen, an AMOLED screen, or the like. In further
embodiments, the user interfacemay comprise awired orwireless communications protocol, such asBluetooth, BLE,Wi-
Fi, 3G, 4G, 5G, LTE, or the like, and the user interface may be configured to communicate the results of the analysis to a
secondary device (e.g. a mobile phone, tablet, computer, etc.) of the associated user via the communication protocol.
[0049] In preferred embodiments, the target fluid flow is an air sample (or volume) taken from within a proximity to the
stored product being evaluated for possible insect infestation. In a stepS244, the stepsS232 toS242may be repeated by
samplingaplurality of target fluid flows (e.g. air samples) fromwithin a plurality of proximities to the stored product(s) being
evaluated. That is, the method 200 may also include identify a source of insect infestation, for example, by detecting a
gradient of target VOCs over two or more target fluid flows (e.g. a first target fluid flow, a second target fluid flow, a third
target fluid flow, etc.) at varying distances from the stored product(s).
[0050] In further embodiments of the method 200, the device provided in step S204 may also comprise a controller
operatively connected to the sensor array and the user interface, wherein the controller includes a processor that is
configured to perform one or more steps of the method 200 described above, and a memory configured to store one or
more of the data types discussed above. Furthermore, thememorymay be configured to store instructions for performing
one or more of the steps of the method 200.
[0051] At a step S250, the method 200 may end.
[0052] These and other aspects of devices used to implement the methods 100, 200 described herein may be
understood more readily by reference to discussion below and the various drawings discussed therein.

Devices and Systems

[0053] Disclosed herein are devices and systems performing the methods 100, 200 described above. In particular,
discussed herein are highly sensitive and highly selective devices for detecting one or more target volatile organic
compounds ("VOCs"), such as certain semiochemicals, kairomones, and/or pheromones of various stored product
insects ("SPIs"), within a target fluid flow. Further, the devices and systemsmay be compact and light enough to be easily
portable and handheld.
[0054] With reference to FIG. 3, a block diagram illustrating a device 300 and a system 302 configured to perform the
methods disclosed herein in accordance with one embodiment of the subject application. In particular, the device 300
comprises a sensor array 304 having a plurality of VOCsensors 306.The plurality of VOCsensors 306 of the sensor array
304may comprise fromabout two to about ten VOCsensors, including three, four, five, and six VOCsensors. In particular
embodiments, the sensor array304maybeenclosed in a chamber (or reactor) 308,wherein the sensors 306are exposed
to (i.e. come into contact with) a desired atmosphere within the chamber 308. The chamber may have an inlet 310
configured to receive a fluid flow 314 fromoutside the chamber, and an outlet 312 configured to relieve the chamber308 of
a fluid flow 316.
[0055] As shown in FIG. 4A and FIG. 4B, which illustrates a first side (FIG. 4A) and a second side (FIG. 4B) of an
individual VOCsensor306of a sensor array304, theVOCsensor306 can comprise a substrate318havinga first side320
andasecondside322.Thesubstrate318 canbe, for example, a ceramicmaterial, ormaybeanalumina (Al2O3)wafer or a
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silicon wafer. In particular embodiments, the substrate 318may have an overall width of about 5 mm to about 20 mm, an
overall height of about 4.3 mm to about 20 mm, and an overall thickness of about 0.32 mm to about 0.65 mm. The VOC
sensor 306 may include a resistive heater circuit formed on the first side 320 of the substrate 318, a sensing circuit 326
formedon the secondside322of the substrate318,andachemically sensitive film328 formedover the sensingcircuit326
on the second side 322 of the substrate 318.
[0056] The resistive heater circuit 324 may be formed on the substrate 318 from a heater circuit material using, for
example, photolithography. In some embodiments, the heater circuit material may comprise platinum. In particular
embodiments, the heater circuit material may be platinum ink comprising from about 70 wt% to about 95 wt% platinum.
[0057] The heater circuit material can be, for example, photolithographed on the substrate 318 into a desirable pattern.
In particular embodiments, the resistive heater circuit 324 of at least one of the plurality of VOC sensors 306 of the sensor
array 304 may have a serpentine (i.e. winding) pattern across a portion of the substrate 318. For example, in some
embodiments, the resistive heater circuit 324 can have a longitudinal trace width 330 of from about 0.288 mm to about
0.352mm. In further embodiments, the resistive heater circuit 324 can have a longitudinal trace spacing 332 of fromabout
0.333mm to about 0.407mm, for example. In still further embodiments, at least a portion of the resistive heater circuit 324
may have a trace height 334 of about 3.80mm to about 3.96mm, an outer trace width 336 of about 4.40mm to about 4.58
mm, and a trace thickness (i.e. depth) of about 0.19 mm to about 0.24 mm, including about 0.21 mm.
[0058] The first side 320 of the VOC sensor 306 substrate 318 may also include one or more terminals 338, 340. For
example, as shown in FIG. 4A, the first side 320 of substrate 318 includes at least two terminals 338, 340,which are each
operatively connected to a portion (e.g. opposite ends) 342, 344 of the resistive heater circuit 324.
[0059] Turning now to FIG. 4B, the sensing circuit 326 may be formed on the substrate 318 from a sensing circuit
material using, for example, photolithography. In someembodiments, the sensing circuitmaterialmay comprise platinum.
In particular embodiments, the sensing circuit materialmay comprise a platinum ink having fromabout 70wt% to about 95
wt% platinum.
[0060] Thesensing circuitmaterial canbe, for example, photolithographedon the substrate318 into adesirable pattern.
In particular embodiments, the sensing circuit 326 includes a first sensing element346anda second sensing element348
that form a pair of extended inter-digitated contacts (i.e. alternating, un-connected contacts in close proximity). The first
sensing element 346may comprise a plurality of extended contacts 350,wherein each contact 350 has a latitudinal trace
width354of fromabout0.162mmtoabout0.198mm,a latitudinal tracespacing356of fromabout0.738mmtoabout0.902
mm, and a trace thickness (i.e. depth) of about 0.19 mm to about 0.24 mm. For example, the contacts 350 may have a
latitudinal trace width 354 of about 0.18 mm, a latitudinal trace spacing 356 of about 0.82 mm, and a trace thickness of
about 0.21 mm.
[0061] Similarly, the second sensing element 348 may comprise a plurality of extended contacts 352, wherein each
contact 352 has a latitudinal trace width 358 of from about 0.162mm to about 0.198mm, a latitudinal trace spacing 360 of
from about 0.738 mm to about 0.902 mm, and a trace thickness (i.e. depth) of about 0.19 mm to about 0.24 mm. For
example, the contacts354mayhavea latitudinal tracewidth358of about 0.18mm,a latitudinal trace spacing360of about
0.82 mm, and a trace thickness of about 0.21 mm.
[0062] In some embodiments, each of the first and second sensing elements 346, 348 may include at least three
contacts 350, 352, and have a latitudinal trace spacing 362 between each contact 350, 352 of the first and second sensing
elements346, 348of fromabout 0.288mmtoabout 0.352mm, includingabout 0.32mm.Further, eachof the contacts350,
352 may have a longitudinal trace length 364 of about 3.0 mm to about 4.0 mm, including about 3.8 mm.
[0063] The second side 322 of the substrate 318 may also comprise one or more terminals 366, 368 which may be
operatively connected to a portion 370, 372 of the sensing circuit 326.
[0064] Additionally, the contacts 350, 352 of the sensing circuit 326may be over-coated with a coating composition to
form the chemically-sensitive film 328. In some embodiments, the coating composition may comprise a gel, and the film
328 may be formed by applying the coating composition to a portion of the substrate 318 (e.g. a portion covering the
contacts350,352),and thendryingandcalcining thecoating compositionat ahigh temperature suchas, for example, from
about 400°C to about 900°C, including from about 500°C to about 700°C.
[0065] In particular embodiments, the film 328may be ametal oxide film, such as a tin oxide (SnO2) semiconductor film.
In such embodiments, the coating composition can comprise tin oxide produced using a water-based gel. In certain
embodiments, the gel is made by a sol-gel process involving SnCl4 to form an acidic tin solution, which is neutralized to
produceaSnO2gel. Anano-crystallineSnO2 film328 is then formedon the substrate318, for example, by spin coating the
aqueous SnO2 gel onto the sensor side 322 of the substrate 318, drying the sensor 306 at a first temperature, and then
calcining at a second temperature. In particular embodiments, the first temperature at which drying occurs is from about
100°C to about 150°C, and may preferably be about 130°C. In further embodiments, the second temperature at which
calciningoccurs is fromabout400°C toabout900°C,andmaypreferablybe fromabout700°C toabout800°C. Importantly,
these temperature ranges create a pore size distribution and particle size distribution that provides excellent sensitivity in
the chemically-sensitive films 328.
[0066] Due to the chemical structures of the target VOCs and the operating conditions of each of the VOC sensors 306,
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when the target VOCs (e.g. marker gases) come into contact with the chemically-sensitive film 328, the number of
electrons available in the conduction band of the film 328 may be affected (i.e. increased or decreased). In particular
embodiments, the one ormore of the target VOCsmay be a "reducing gas", which donate additional electrons to the film’s
328 conduction band, thereby reducing the resistance of film 328, which may then be measured as a change in
conductance of the film 328. Certain target pheromones, semiochemicals, and kairomones may comprise a six-
membered carbon ring and one or more carbonyl groups (-C=O). This is the region of the molecule in which excess
electron density is located, which allows for interactionwith the semiconductor film 328, contributing charge carriers to the
conduction band of the film 328 (i.e. decreasing the resistance of the film 328). The chemical structures for two
semiochemicals are shown below in Table 3:

TABLE 3. Semiochemical/Kairomone Chemical Structures

SPI Chemical Formula Chemical Structure

Indian meal moth larvae Plodia interpunc-
tella

2-palmitoyl‑1,3-cyclohexane-
dione

Indian meal moth larvae Plodia interpunc-
tella 2-oleoyl‑1,3-cyclohexanedione

[0067] In preferred embodiments, the sensor array 304 includes a plurality of differentiated VOC sensors 306. That is,
the composition of one or more of the plurality of VOC sensors 306 are varied and optimized for specific detection needs.
For example, the coating composition used to form the film 328may include one ormore catalysts or dopants (e.g. doping
agents), which may be added while the gel coating composition is being made. In some embodiments, the coating
composition includingadopingagent. Insomeembodiments, thedopingagentmaybe, for example, a transitionmetal. For
example, the doping agent may be selected from a group consisting of: platinum; palladium; molybdenum; tungsten;
nickel; ruthenium; and osmium. As a result of the addition of a doping agent to a film 328 of a VOC sensor 306, each VOC
sensor 306 may be optimized for a given gas or target VOC. In particular embodiments, the device 300 may include a
plurality ofVOCsensors306whereinat least oneof theVOCsensors306 is optimized for a particular gasor targetVOCby
theaddition of a catalyst or dopant (i.e. doping agent). In further embodiments, eachof theVOCsensors306present in the
device 300 is optimized for a particular gas or target VOC by the addition of a catalyst or dopant (i.e. doping agent). For
example, in specific embodiments, a sensor array 304 may include a first VOC sensor 306 optimized for IMM larvae
semiochemicals, a second VOC sensor 306 optimized for an adult IMM pheromone, and up to three VOC sensors 306
optimized for potential interferent and/or background gases; however, other combinations and quantities of VOC sensors
306 are contemplated. Potential interferent and/or background gases may comprise, for example, hydrocarbons,
alcohols, esters, and/or aldehydes.
[0068] Each of the VOC sensors 306 of the device 300 may be positioned within the chamber 308 such that the
chemically sensitive film 328 is able to be exposed to a fluid flow that enters the chamber 308.With reference to FIG. 5, in
particular embodiments, eachof theVOCsensors306maybesuspended, for example, in aholder500usingwirebonding
502, 504, 506, 50, 510, 512 to hold up the sensor 306 and to connect various sensor 306 terminals 340, 342, 366, 368 to
contacts 514, 516, 518, 520, 522, 524 of the sensor holder 500.
[0069] With further reference to FIG. 6, a side view of the device 300 is shown in accordancewith certain aspects of this
disclosure. In particular, the device 300 illustrates a sensor array 304 comprising six VOC sensors 306 (not visible) being
suspendedwithin a chamber 308 by sensor holders 500.Further, in accordancewith someembodiments, a portion 526 of
each of the sensor holders 500 may operatively engage an adapter 528 operatively connecting holders 500 and VOC
sensors 306 to a circuit board 530 of the device 300,which allows for power to be supplied to the VOCsensors 306 and for
measurements to be taken, for instance.
[0070] According to thepresent invention, thesensorarray304 is operatively connected toacontroller374configured to
perform one or more steps of the methods described above. According to the present invention, the controller 374 is
configured to: heat one or more of the plurality of VOC sensors 306 to at least a first operating temperature; measure the
conductance of one or more of the plurality of VOC sensors 306; determine a set of conductance change values
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corresponding to each of the one or more VOC sensors 306 contacted with a fluid flow; and determine a gas component
concentration for one or more of the target VOCs within the fluid flow based on the set of conductance change values.
[0071] Returning to FIG. 3, additional components of the infestation detection system 302 are described in accordance
with various aspects of the subject application. A system 302 is provided for identifying an insect infestation of a stored
product, the system 302 comprising the sensor array 304 as previously described. Further, in particular embodiments, the
system 302 includes a testing chamber 308 enclosing the sensor array 304, an air transfer unit 376, and a controller 374
operatively connected to the air transfer unit 376 and the sensor array 304.
[0072] The air transfer unit 376 can comprise, in various embodiments, a valve 378 for controlling the fluid flow through
the system 302, a pump 380 for retrieving (or drawing in) a fluid flow from outside the system 302 and for delivering (or
pushing) the fluid flow through the system302,andafluid flowsensor382 formeasuring theamount (e.g. a volume) of fluid
that is retrievedby the air transfer unit376. In particular embodiments, the fluid flowsensor382maybeamass flowcontrol
valve or a differential pressure transducer. In further embodiments, the valve 378 and pump 380 may be user actuated.
That is, an associated operator of the system 302may direct (e.g. physically trigger) the retrieval of an external fluid flow
using the air transfer unit 376.
[0073] The air transfer unit 302may also define a fluid flow path of a fluid flow 384 from outside the system 302, to a flow
314 into the inlet 310 of the device 300, and to a flow 316 exiting the outlet 312 of the device 300.Portions of the fluid flows
314, 316, 384 may be transmitted along a fluid flow carrier, such as polymer tubing.
[0074] Additionally, the air transfer unit 376 can be operatively connected to the controller 374, such that the controller
374mayoperate theair transfer unit376 to retrievea fluid flow fromanddeliver the fluid flow to the chamber308,where the
fluid flow canbe in fluid contactwith theVOCsensors306. In particular embodiments, the controller374may, for example,
measure the amount (e.g. volume) of the fluid flow entering the system 302 and instruct the air transfer unit 376 (e.g. the
pump 380 and/or valve 378) to stop drawing in fluid (e.g. air) once the measured amount reaches a pre-determined
threshold. In some embodiments, the pre-determined threshold is a volume sufficient for the device 300 to detect and
measure the presence of one or more target VOCs in the fluid flow.
[0075] Thecontroller374of thesystem302canbeoperatively connected to theair transfer unit376and thesensorarray
304,andmaycompriseaprocessor andamemory.Thecontroller374maybe further configured to: operate theair transfer
unit 376 to retrieve a fluid flow (e.g. fluid flow 378) fromoutside the system302 and deliver the fluid flow (e.g. fluid flow 314)
to the testing chamber308,wherein the plurality of VOCsensors306are in fluid contactwith the fluid flow314;operate the
sensor array 304 to heat one or more VOC sensors 306 to at least a first operating temperature and measure the
conductance for one or more of the plurality of VOC sensors 306; determine a set of conductance change values
corresponding to each of the one or more VOC sensors 306; and determine a gas component concentration for one or
more target VOCs within the fluid flow 314 based on the set of conductance change values.
[0076] In some embodiments, the system 302 further includes a user interface component(s) 380. The user interface
380 may be operatively connected to the controller 374, and the controller 374 can be configured to operate the user
interface 380 to display and/or communicate the results of the testing performed via the system 302 to an associated user.
The user interface 380may be a dedicated display 382 visible to a user or operator of the system 302, such as a display
comprising a TFT LCD screen, an IPS LCD screen, a capacitive touchscreen LCD, an LED screen, an OLED screen, an
AMOLED screen, or the like. In further embodiments, the user interface 380 may comprise a wired or wireless
communications protocol 384, such as Bluetooth, BLE, Wi-Fi, 3G, 4G, 5G, LTE, or the like, and the user interface 380
may be configured to communicate the results of the analysis to a secondary device 386 (e.g. a mobile phone, tablet,
computer, etc.) of an associated user via the communication protocol.
[0077] The system 302 may also comprise a power supply 388 that is operatively connected to at least one of the air
transfer unit376, thedevice300, thecontroller374,and theuser interface380.Thepower supply388maybeconfigured to
deliverpower tooneormoreof thecomponentsof thesystem302,while thecontroller374canbeconfigured tooperate the
power supply 388. In particular embodiments, the power supply 388 may be integrated into the system 302. In further
embodiments, the power supply 388may be a removable, external accessory. In some embodiments, the power supply
388 may be a rechargeable power supply 388.
[0078] The various components of the systems described are now discussed inmore detail with reference to FIG. 7.As
shown, FIG. 7 illustrates a block diagram of a system 700 for identifying an insect infestation of a stored product by, for
example, detecting presence and measuring the level of one or more target VOCs. The system 700 includes a sensory
array306 comprisingacontroller374havingaprocessor702,amemory704,andoneormore input/output (I/O) interfaces
706, 708. A bus 710may operatively connect the processor 702,memory 704, and the I/O interfaces 706, 708 together.
The memory 704 includes instructions 712 for performing one or more steps of the methods disclosed herein, and the
processor 702, in communication with thememory 704, is configured to execute the instructions for performing the one or
more steps.
[0079] As illustrated, the system 700may also include a sensor array 304 comprising a plurality of VOCsensors 306, as
well as an air transfer unit 376 and a user interface 380. The processor 702may also control the overall operation of the
system 700, including the operation of the sensor array 304, the air transfer unit 376, and the user interface 380.
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[0080] Thememory 704may represent any type of non-transitory computer readable medium such as random access
memory (RAM), read only memory (ROM), magnetic disk or tape, optical disk, flash memory, or holographic memory. In
one embodiment, the memory 704 comprises a combination of random access memory and read only memory. In some
embodiments, theprocessor702andmemory704maybecombined inasingle chip. The input/output (I/O) interfaces706,
708 allow the controller 374 to communicate with other components of the system 700, such as the sensor array 304, the
fluid flow sensor 382, the air transfer unit 376, and the user interface 380, via wired or wireless connections. The digital
processor702canbevariouslyembodied, suchasbyasingle-coreprocessor, adual-coreprocessor (ormoregenerallyby
a multiple-core processor), a digital processor, and cooperating method coprocessor, a digital controller, or the like.
[0081] The term "software," as used herein, is intended to encompass any collection or set of instructions executable by
a computer or other digital system so as to configure the computer or other digital system to perform the task that is the
intent of the software. The term "software" is intended to encompass such instructions stored in storagemediums such as
RAM,aharddisk, optical disk, or so forth, and isalso intended toencompassso-called "firmware" that is softwarestoredon
aROMor so forth. Such softwaremay be organized in variousways, andmay include software components organized as
libraries, Internet-based programs stored on a remote server or so forth, source code, interpretive code, object code,
directly executable code, and so forth. It is contemplated that the software may invoke system-level code or calls to other
software residing on a server or other location to perform certain functions.
[0082] The instructions 712 of the controller 374 can include in various embodiments a conductance change module
714,a specific net conductance ("SNC") datamodule716,agas flowmanagementmodule718,anoperating temperature
module 720, a VOC concentration module 722, and a report output module 724, for example.
[0083] The conductance change module 714 can be configured to measure the conductance of one or more VOC
sensors 306 of the sensor array 304 and record the conductance data 728 in memory 704. That is, in particular
embodiments, the conductance change module 714 can be configured to instruct the processor 702 to measure the
bulk resistance change of the chemically-sensitive film 328 of the one or more VOC sensors 306 using the respective
sensing circuits 326. Thus, the conductance change module 714 may be configured to measure and receive, via I/O
interface 706, conductance signals from the VOC sensors 306 of the sensor array 304, and store the conductances in the
memory 306 as conductance data 728. The conductance change module 714 may also be configured to, for example,
minimize electronic noise and drift of the conductance signals measured from the VOC sensors 306 to ensure accurate
and precisemeasurements. In some embodiments, the conductance changemodule 714may be configured to apply, for
example, a signalmodel and/or algorithm tomanageor eliminate the problemsof conductancedrift and electronic noise in
the measurement of sensor conductance. In further embodiments, the conductance change module 714 may be
configured to adjust the conductance values of the one or more VOC sensors by measuring the conductance of the
VOC sensors and raising and/or lowering the operating temperature of one ormore of the VOC sensors (via the operating
temperature module 720) until the conductance value for a VOC sensor matches a previously determined baseline
conductance value.
[0084] TheSNCdatamodule716canbeconfigured todetermine thespecificnet conductance ("SNC") of oneormoreof
the VOC sensors 306 of the sensor array 304, as described previously. In particular, the SNC data module 716 and the
conductance changemodule 714mayoperate tomeasure and receive, via I/O interface706, certain conductance signals
(e.g. conductance values of the VOC sensors contacted with a control fluid flow and/or a sample fluid flow absent target
VOCs). Then, theSNCdatamodulemaydetermineaset ofSNCvalues for theVOCsensors306,andstore the set ofSNC
values as SNC data 726 in the memory 704.
[0085] Thegasflowmanagementmodule718canbeconfigured tooperate theair transfer unit326 to retrieveafluid flow
(e.g. fluid flow384),deliver the fluid flow to thedevice300,andpurge the fluid flow (e.g. fluid flow316) from the system302.
In particular, the gas flowmanagement module 718may be configured to receive, via I/O interface 706, gas flow data 730
from the fluid flow sensor 382 of the air transfer unit 376. For example, the gas flow data 730 may include a fluid intake
threshold (e.g. volume) and measurements from the flow sensor 382, which may be stored in memory 704. Additionally,
the gas flowmanagement module 718may be configured to operate the air transfer unit 376, including the valve 378 and
pump 380, as well as the inlet 310 and outlet 312 controlling the fluid flow path through the system 302.
[0086] The operating temperaturemodule 720 can be configured to operate the heater circuits 324 of the VOC sensors
306of the sensor array304 via I/O interface706. In particular, the operating temperaturemodule720maybeconfigured to
heat one or more of the VOC sensors 306 to at least a first operating temperature and a second operating temperature by
instructing that power be applied to the heating circuits 324 of the VOC sensors 306. The operating temperature module
720may further be configured tomonitor the temperature of each of theVOC sensors 306 of the sensor array 304, and to
adjust the power supplied to regulate the operating temperature(s) of theVOCsensors 306.The temperaturemodule 720
may store the set-point operating temperature(s) of the VOC sensors 306, as well as the measured temperatures as
temperature 732 in the memory 704.
[0087] The VOC concentration module 722 can be configured to determine a gas component concentration for one or
more target VOCs in a fluid flow, as described above. One ormore of the target VOCsmay be in a gaseous formwithin the
fluid flow (e.g. an air flow). In particular embodiments, one or more of the target VOCs is at least one of: a pheromone; a
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semiochemical; and a kairomone. In further embodiments, at least one of the one ormore target VOCswithin the fluid flow
may be selected from a group consisting of: 4,8-dimethyldecanal; (Z,Z)‑3,6‑(11R)‑Dodecadien‑11-olide; (Z,Z)‑3,6-
Dodecadienolide; (Z,Z)‑5,8‑(11R)‑Tetradecadien‑13-olide; (Z)‑5-Tetradecen‑13-olide; (R)‑(Z)‑14-Methyl‑8-hexadece-
nal; (R)‑(E)‑14-Methyl‑8-hexadecen-al; γ-ethyl-γ-butyrolactone; (Z,E)‑9,12-Tetradecadienyl acetate; (Z,E)‑9,12-Tetra-
decadien‑1-ol; (Z,E)‑9,12-Tetradecadienal; (Z)‑9-Tetradecenyl acetate; (Z)‑11-Hexa-decenyl acetate; (2S,3R,1’S)‑2,3-
Dihydro‑3,5-dimethyl‑2-ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-one; (2S,3R,1’R)‑2,3-Dihydro‑3,5-dimethyl‑2-
ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran ‑4-one; (4S,6S,7S)‑7-Hydroxy‑4,6-dimethylnonan‑3-one; (2S,3S)‑2,6-
Diethyl‑3,5-dimethyl‑3,4-dihydro‑2H-pyran; 2-Palmitoyl-cyclohexane‑1,3-dione; and 2-Oleoyl-cyclo-hexane‑1,3-dione.
However, other pheromones, semiochemicals, and kairomones are contemplated. The determined concentration for one
or more of these target VOCs may be stored in the memory as VOC data 734.
[0088] The report output module 724 can be configured to develop the desired system output 738 and operate a user
interface 380, via I/O interface 380, to communicate the output 738 to an associated user of the system 302. In particular
embodiments, the user interface 380may a dedicated display or may be a secondary user device (e.g. a PC, such as a
desktop, a laptop, palmtop computer, portable digital assistant (PDA), server computer, cellular telephone, tablet
computer, mobile devices, and the like, or a combination thereof). In some embodiments, the user interface 380 may
include a speaker or speaker system. Thus, in some embodiments, the I/O interface 708may be a wired communication
interface. In other embodiments, the I/O interface 708 may comprise a wireless communication component, and
communication with the user interface 380 may occur via a wireless communications protocol, such as Bluetooth,
BLE, Wi-Fi, 3G, 4G, 5G, LTE, or the like.
[0089] In either case, the system output 738may be communicated via the user interface 380 in various embodiments,
such as a graph, chart, table, or data set, for example, illustrating the determined VOC data. In some embodiments, the
output 738 may include an audible component, such as an audio tone, set of tones, or audible words, which may be
communicated via a speaker or speaker system of the user interface 380. The audible output component may be a tone
sounding at a frequency that varies based on the gas component concentration(s) of one or more of the target VOCs
detected (e.g. increase frequency with higher detection levels). In particular embodiments, the output 738 comprises a
determination of whether an insect infestation is likely present within a stored product. In further embodiments, the output
738 may include an estimate for probable cause of infestation (e.g. identifying one or more particular SPI based on the
VOCdata). In still further embodiments, theoutput738may includea recommendation for taking remedial action toprotect
the value of the stored product, such as fumigation.

EXAMPLES

[0090] The following specific examples describe novel aspects of the present disclosure and procedures used therein.
They are intended for illustrative purposes only and should not be construed as a limitation upon the broadest aspects of
the invention.
[0091] With reference to FIGS. 8A‑8D, provided are graphs of laboratory bench tests of various embodiments of VOC
sensor chipsand their sensitivity to pheromones.Adult insect pheromonesweremade into test gasesat a concentration of
2 ppm in dry nitrogen in anA31 compressed gas cylinder. This test gaswasdilutedwith additional dry nitrogen to achieve a
gas stream with pheromone concentrations between 100 ppb and 300 ppb. This gas stream was injected into the pre-
prototype device and the net conductance was determined. The following charts show the response of five different
sensors, one with no catalyst added, four with the catalysts Pd, Pt, Os and W added. The W catalyst provides excellent
sensitivity for the IMM pheromone (FIG. 8A), for the cigarette beetle pheromone (FIG. 8C), and for the warehouse beetle
pheromone (FIG. 8D). The Pd catalyst shows excellent sensitivity for the red flour beetle pheromone (FIG. 8B). The other
catalysts are less effective in sensitive response to the pheromones.
[0092] With reference to FIGS. 9A‑9C, FIGS. 10A‑10C, and FIGS. 11A‑11C, provided are experimental results of field
testing of sensor chip response to headspace over products with insects. In a field trial, the headspace gas over a 4.54 kg
(10 lb) sampleof cleanwhitewheatflourwas injected into thepre-prototypedevice toestablishabaseline resistancevalue.
Once the baseline resistance valuewasestablished, the headspace gas over a companion 4.54 kg (10 lb) sample of clean
white wheat flour into which vials containing different numbers of the four live insects, IMM, red flour beetle, warehouse
beetle and cigarette beetle were injected. The resistance data for the headspace gas over product with live insects
embedded is shown for an uncatalyzed chip (FIGS. 9A‑9B), a Pt-catalyzed chip (FIGS. 10A-10C), an Os-catalyzed chip
(FIGS. 11A‑11C), and a W-catalyzed chip (FIGS. 12A-12C).
[0093] As seen in each case, a decrease in resistance is clear with an increase in insect population. Additional insects
produce additional pheromone in the headspace. A higher pheromone concentration causes a reduction in sensor chip
resistance. Thus, the sensor chips are able to produce a signal dependent on the insect population. This signal can be
analyzed and a correlation between insect population and signal can be established.
[0094] With respect toFIGS. 13A‑13D, graphs are provided showing the analytical results of the data discussed above.
The raw data was analyzed by converting the chip resistance values, R, into chip conductance values, mathematically
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representedasK.Thenet conductancewasdeterminedbysubtracting the chip conductancewhenno insects arepresent,
Kb from the chip conductance when insects are present, Kg. The net conductance is represented as ΔK mathematically.
Plots ofΔKvs insect number are shown inFIGS. 13A‑13D.Asa result, theseplots allow for selectionof thebest catalyst for
each pheromone: an uncatalyzed chip for IMM; an Os catalyzed chip for warehouse beetle; and an uncatalyzed chip for
cigarette beetle, for example.
[0095] The present specification has been set forth with reference to preferred embodiments. Obviously, modifications
and alterations will occur to others upon reading and understanding the present specification, and such alterations,
alternatives,modifications, variationsor improvementsare intended tobeencompassedby the invention,which is defined
by the appended claims.

Claims

1. A device for identifying an insect infestation of a stored product by detecting one or more target volatile organic
compounds (VOCs) within a target fluid flow, the device comprising:

a sensor array (304) having a plurality of individual VOC sensors (306), wherein each individual VOC sensor
includes:

a substrate (318) different from the substrates of the other VOC sensors;
a resistive heater circuit (324) formed on a first side (320) of the substrate (318);
a sensing circuit (326) formed on a second side (322) of the substrate (318); and
a chemically-sensitive film (328) formed over the sensing circuit on the second side of the substrate (318);

wherein the resistive heater circuits (324) are configured to heat one or more of the VOC sensors (306) of the
sensor array (304) toat least a first operating temperatureand toheat theoneormoreof theVOCsensors (306) to
at least a secondoperating temperature, thesecondoperating temperaturebeingdifferent from thefirst operating
temperature of the corresponding VOC sensor (306), and
wherein the sensor array (304) is operatively connected to a controller (374), the controller being configured to
perform the following calibration steps at the first operating temperature:

i) measure a baseline conductance for one or more of the plurality of VOC sensors (306) contacted with a
target fluid absent of any target VOCs;
ii) contacting theoneormoreVOCsensorswithacontrol fluid flowhavingaknownconcentrationofone target
VOC;
iii) measuring a control conductance for each of the one or more VOC sensors; and
iv) calculating a specific net conductance valueSNCij basedon themeasured control conductanceof theone
or more VOC sensors, i=1, 2, ..., and the known concentration of the target VOC, j=1, 2, ..., within the control
fluid flow; and

optionally repeating the calibration steps i) to iv) for a plurality of control fluid flows;
the controller (374) being configured to perform the following measurement steps:

v) determine a set of conductance change values (ΔKi) corresponding to each of the one or more VOC
sensors (306) contacted with the target fluid flow; and
vi) determine a gas component concentration ([X]j) for each of the one or more of the target VOCs within the
target fluid flow based on the set of conductance change values (ΔKi) and the one or more specific net
conductance values SNCij for the one or more of the VOC sensors, wherein each specific net conductance
value SNCij corresponds to one of the target VOCs, and

wherein the controller (374) is configured to perform the following adjustment step:
vii) adjusting the baseline conductance of one or more of the VOC sensors after being contacted with at least one
target VOC tomatch the baseline conductance of the corresponding VOCsensor prior to contact with the at least one
target VOC, wherein the baseline conductance is adjusted by heating the one or more of the VOC sensors to the at
least one second operating temperature.

2. The device of claim 1, wherein the resistive heater circuit of at least one of the plurality of VOCsensors is a serpentine
pattern having a longitudinal trace width from about 0.288 mm to about 0.352 mm and a longitudinal trace spacing
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width from about 0.333 mm to about 0.407 mm.

3. The device of claim 1 or 2, wherein the sensing circuit of at least one of the plurality of VOC sensors includes a first
sensing element (346) and a second sensing element (348) forming a pair of extended inter-digitated contacts;

wherein the first sensing element comprises a plurality of extended contacts (350), each contact having a
latitudinal trace width of from about 0.162 mm to about 0.198 mm and a latitudinal trace spacing of from about
0.738 mm to about 0.902 mm;
wherein the second sensing element comprises a plurality of extended contacts (352), each contact having a
latitudinal trace width of from about 0.162 mm to about 0.198 mm and a latitudinal trace spacing of from about
0.738 mm to about 0.902 mm,
wherein each of the first and second sensing elements comprise at least three extended contacts; and
wherein the sensing circuit has a latitudinal trace spacing between each extended contact of the first and second
sensing elements of from about 0.288 mm to about 0.352 mm.

4. The device of any one of claims 1 to 3, wherein at least one of the resistive heater circuit and the sensing circuit is
formed from a composition comprising platinum, and the chemically sensitive film is a nano-crystalline tin oxide film
formed from an aqueous tin oxide gel, and
wherein the chemically sensitive film comprises a doping agent selected from a group consisting of: platinum;
palladium; molybdenum; tungsten; nickel; ruthenium; and osmium.

5. The device of any one of claims 1 to 4, wherein the sensor array comprises from two to ten VOC sensors.

6. A method of identifying an insect infestation of a stored product by detecting one or more target volatile organic
compounds (VOCs) within a target fluid flow, the method comprising:

providing a device that comprises:

a sensor array (304) having a plurality of individual VOC sensors (306), wherein each individual VOC sensor
comprises:

a substrate (318) being a different one from the substrates of the other VOC sensors and having a first
side (320) and a second side (322);
a resistive heater circuit (324) formed on the first side (320) of the substrate (318);
a sensing circuit (326) formed on the second side (322) of the substrate (318); and
achemically sensitive film (328) formedover the sensing circuit on the second side (322) of the substrate
(318), and

wherein the resistive heater circuits (324) are configured to heat one ormore of theVOCsensors (306) of the
sensor array (304) to at least a first operating temperature and to heat the one or more of the VOC sensors
(306) to at least a second operating temperature, the second operating temperature being different from the
first operating temperature of the corresponding VOC sensor (306);

performing the following calibration steps at the first operating temperature:

i) measuring a baseline conductance for one or more of the plurality of VOC sensors (306) contacted with a
target fluid absent of any target VOCs;
ii) contacting theoneormoreVOCsensorswithacontrol fluid flowhavingaknownconcentrationofone target
VOC;
iii) measuring a control conductance for each of the one or more VOC sensors; and
iv) calculating a specific net conductance valueSNCij basedon themeasured control conductanceof theone
or more VOC sensors, i=1, 2, ..., and the known concentration of the target VOC, j=1, 2, ..., within the control
fluid flow; and

optionally repeating the calibration steps i) to iv) for a plurality of control fluid flows; and
performing the following measurement steps:

v) contacting the one or more VOC sensors with the target fluid flow and determining a set of conductance
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change values (ΔKi) corresponding to each of the one or more VOC sensors (306) contacted with the target
fluid flow; and
vi) determiningagascomponent concentration ([X]n) for eachof theoneormoreof the targetVOCswithin the
target fluid flow based on the set of conductance change values (ΔKi) and the one or more specific net
conductance values (SNCij) for the one ormore of the VOC sensors, wherein each specific net conductance
value corresponds to one of the target VOCs,
wherein the method further comprises:
adjusting thebaseline conductanceof oneormoreof theVOCsensorsafter being contactedwith at least one
target VOC to match the baseline conductance of the corresponding VOC sensor prior to contact with the at
least one target VOC, wherein the baseline conductance is adjusted by heating one or more of the VOC
sensors to at least the second operating temperature.

7. The method of claims 6, wherein the set of conductance change values (ΔKi) is determined based on the difference
between a signal conductancemeasured for each of the one ormoreVOCsensors contactedwith the target fluid flow
and the baseline conductance of each of the corresponding VOC sensors.

8. Themethod of claim 6 or 7, wherein at least one of the one ormore target VOCswithin the fluid flow is selected from a
group consisting of: 4,8-dimethyldecanal; (Z,Z)‑3,6‑(11R)‑Dodecadien‑11-olide; (Z,Z)‑3,6-Dodecadienolide;
(Z,Z)‑5,8‑(11R)‑Tetradecadien‑13-olide; (Z)‑5-Tetradecen‑13-olide; (R)‑(Z)‑14-Methyl‑8-hexadecenal; (R)‑(E)‑14-
Methyl‑8-hexadecen-al; γ-ethyl-γ-butyrolactone; (Z,E)‑9,12-Tetradecadienyl acetate; (Z,E)‑9,12-Tetra-decadien‑1-
ol; (Z,E)‑9,12-Tetradecadienal; (Z)‑9-Tetradecenyl acetate; (Z)‑11-Hexa-decenyl acetate; (2S,3R,1’S)‑2,3-Dihy-
dro‑3,5-dimethyl‑2-ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-one; (2S,3R,1’R)‑2,3-Dihydro‑3,5-dimethyl‑2-
ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-one; (4S,6S,7S)‑7-Hydroxy‑4,6-dimethylnonan‑3-one; (2S,3S)‑2,6-
Diethyl‑3,5-dimethyl‑3,4-dihydro‑2H-pyran; 2-Palmitoyl-cyclohexane‑1,3-dione; and 2-Oleoyl-cyclo-hexane‑1,3-
dione.

9. A system for identifying an insect infestation of a stored product, the system comprising

a device according to one of claims 1 to 5;
a testing chamber enclosing the sensor array; and
an air transfer unit configured to retrieve a fluid flow and deliver the fluid flow to the testing chamber;
wherein the controller (374) is operatively connected to the air transfer unit and the sensor array, wherein the
controller is configured to:

operate the air transfer unit to retrieve the fluid flowand deliver the fluid flow to the testing chamber, such that
one or more of the plurality of VOC sensors are in fluid contact with the fluid flow;
operate the sensor array to measure the conductance for one or more of the plurality of VOC sensors;
determine theset of conductancechangevaluescorresponding toeachof theoneormoreVOCsensors; and
determine thegascomponent concentration foroneormore targetVOCswithin thefluidflowbasedon theset
of conductance change values.

Patentansprüche

1. Vorrichtung zum Identifizieren eines Insektenbefalls eines gelagerten Produkts durch Detektion einer oder mehrerer
flüchtiger organischer Verbindungen (VOCs) als Ziel innerhalb eines Zielfluidstroms, welche Vorrichtung aufweist:

ein Sensorfeld (304), das eine Mehrzahl von einzelnen VOC-Sensoren (306) aufweist, bei der jeder einzelne
VOC-Sensor aufweist:

ein Substrat (318), das sich von den Substraten der anderen VOC-Sensoren unterscheidet;
eine Widerstandsheizschaltung (324), die auf einer ersten Seite (320) des Substrats (318) ausgebildet ist;
eine Erfassungsschaltung (326), die auf einer zweiten Seite (322) des Substrats (318) ausgebildet ist; und
einenchemisch-sensitivenFilm (328), derüberderErfassungsschaltungaufder zweitenSeitedesSubstrats
(318) ausgebildet ist;

bei der die Widerstandsheizschaltungen (324) dazu konfiguriert sind, einen oder mehrere der VOC-Sensoren
(306) des Sensorfelds (304) auf mindestens eine erste Betriebstemperatur zu erwärmen und den einen oder die
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mehrerenderVOC-Sensoren (306) aufmindestenseine zweiteBetriebstemperatur zu erwärmen,welche zweite
Betriebstemperatur sich von der ersten Betriebstemperatur des entsprechenden VOC-Sensors (306) unter-
scheidet, und
bei der das Sensorfeld (304) operativ mit einer Steuerung (374) verbunden ist, welche Steuerung dazu
konfiguriert ist, die folgenden Kalibrierungsschritte bei der ersten Betriebstemperatur auszuführen:

i) Messen einer Basislinienleitfähigkeit für einen oder mehrere der Mehrzahl von VOC-Sensoren (306), die
mit einem Zielfluid in Kontakt sind, das keine Ziel-VOCs aufweist;
ii)KontaktierendeseinenoderdermehrerenVOC-Sensorenmit einemKontrollfluidstrom,dereinebekannte
Konzentration einer Ziel-VOC aufweist;
iii) Messen einer Kontrollleitfähigkeit für jeden der einen oder mehreren VOC-Sensoren; und
iv) Berechnen eines spezifischen Netto-Leitfähigkeitswerts SNCij basierend auf der gemessenen Kontroll-
leitfähigkeit des einen oder der mehreren VOC-Sensoren, i = 1, 2, ..., und der bekannten Konzentration der
Ziel-VOC, j = 1, 2, ..., innerhalb des Kontrollfluidstroms; und

optional Wiederholen der Kalibrierungsschritte i) bis iv) für eine Mehrzahl von Kontrollfluidströmen;
die Steuerung (374) dazu konfiguriert ist, die folgenden Messschritte auszuführen:

v) Bestimmen eines Satzes von Leitfähigkeitsänderungswerten (ΔKi) entsprechend jedes der einen oder
mehreren VOC-Sensoren (306), die mit dem Zielfluidstrom in Kontakt sind; und
vi) Bestimmen einer Gaskomponentenkonzentration ([X]j) für jede der einen oder mehreren Ziel-VOCs
innerhalb des Zielfluidstroms basierend auf dem Satz von Leitfähigkeitsänderungswerten (ΔKi) und dem
einenoder denmehreren spezifischenNetto-LeitfähigkeitswertenSNCij für deneinenoder diemehreren der
VOC-Sensoren, bei der jeder spezifischeNetto-Leitfähigkeitswert SNCij einer der Ziel-VOCsentspricht, und

bei der die Steuerung (374) dazu konfiguriert ist, den folgenden Anpassungsschritt auszuführen:
vii) Anpassender Basislinienleitfähigkeit eines odermehrerer derVOC-Sensoren, nachdemsiemitmindestens einer
Ziel-VOC kontaktiert wurden, um die Basislinienleitfähigkeit des entsprechenden VOC-Sensors vor einem Kontakt
mit dermindestenseinenZiel-VOC inÜbereinstimmungzubringen, bei der dieBasislinienleitfähigkeit eingestellt wird
durch Erwärmen des einen oder der mehreren der VOC-Sensoren auf die mindestens eine zweite Betriebstempe-
ratur.

2. Vorrichtung nach Anspruch 1, bei der die Widerstandsheizschaltung mindestens eines der Mehrzahl von VOC-
Sensoren ein Serpentinenmuster ist, das eine longitudinale Spurbreite von ungefähr 0,288 mm bis ungefähr 0,352
mm und eine longitudinale Spurabstandsbreite von ungefähr 0,333 mm bis ungefähr 0,407 mm aufweist.

3. Vorrichtung nach Anspruch 1 oder 2, bei der die Erfassungsschaltung mindestens eines der Mehrzahl von VOC-
Sensoren ein erstes Erfassungselement (346) und ein zweites Erfassungselement (348) aufweist, die ein Paar von
länglichen verzahnten Kontakten bilden;

bei der das erste Erfassungselement eine Mehrzahl von länglichen Kontakten (350) aufweist, von denen jeder
Kontakt eine latitudinale Spurbreite von ungefähr 0,162 mm bis ungefähr 0,198 mm und einen latitudinalen
Spurabstand von ungefähr 0,738 mm bis ungefähr 0,902 mm aufweist;
bei der das zweite Erfassungselement eine Mehrzahl von länglichen Kontakten (352) aufweist, von denen jeder
Kontakt eine latitudinale Spurbreite von ungefähr 0,162 mm bis ungefähr 0,198 mm und einen latitudinalen
Spurabstand von ungefähr 0,738 mm bis ungefähr 0,902 mm aufweist,
bei der jedes der ersten und zweiten Erfassungselemente mindestens drei längliche Kontakte aufweist; und
bei der die Erfassungsschaltung einen latitudinalen Spurabstand zwischen jedem länglichen Kontakt des ersten
und des zweiten Erfassungselements von ungefähr 0,288 mm bis ungefähr 0,352 mm aufweist.

4. Vorrichtung nach einem der Ansprüche 1 bis 3, bei der mindestens eine aus der Widerstandsheizschaltung und der
Erfassungsschaltung aus einer Zusammensetzung ausgebildet ist, die Platin enthält, und der chemisch-sensitive
Film ein nanokristalliner Zinnoxidfilm ist, der aus einem wässrigen Zinnoxidgel gebildet ist, und
bei der der chemisch-sensitive Film ein Dotierungsmittel aufweist, das ausgewählt ist aus einer Gruppe, die aus
Platin, Palladium, Molybdän, Wolfram, Nickel, Ruthenium und Osmium besteht.

5. Vorrichtung nach einem der Ansprüche 1 bis 4, bei der das Sensorfeld zwei bis zehn VOC-Sensoren aufweist.
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6. Verfahren zum Identifizieren eines Insektenbefalls eines gelagerten Produkts durchDetektieren einer odermehrerer
flüchtiger organischer Verbindungen (VOCs) als Ziel innerhalb eines Zielfluidstroms, welches Verfahren aufweist:

Vorsehen einer Vorrichtung, die aufweist:
ein Sensorfeld (304), das eine Mehrzahl von einzelnen VOC-Sensoren (306) aufweist,
bei der jeder einzelne VOC-Sensor aufweist:

ein Substrat (318), das sich von den Substraten der anderen VOC-Sensoren unterscheidet und eine erste
Seite (320) und eine zweite Seite (322) aufweist;
eine Widerstandsheizschaltung (324), die auf der ersten Seite (320) des Substrats (318) ausgebildet ist;
eine Erfassungsschaltung (326), die auf der zweiten Seite (322) des Substrats (318) ausgebildet ist; und
einen chemisch-sensitiven Film (328), der über der Erfassungsschaltung auf der zweiten Seite (322) des
Substrats (318) ausgebildet ist, und

bei der die Widerstandsheizschaltungen (324) dazu konfiguriert sind, einen oder mehrere der VOC-Sensoren
(306) des Sensorfelds (304) auf mindestens eine erste Betriebstemperatur zu erwärmen und den einen oder die
mehrerenderVOC-Sensoren (306) aufmindestenseine zweiteBetriebstemperatur zu erwärmen,welche zweite
Betriebstemperatur sich von der ersten Betriebstemperatur des entsprechenden VOC-Sensors (306) unter-
scheidet;
Ausführen der folgenden Kalibrierungsschritte bei der ersten Betriebstemperatur:

i) Messen einer Basislinienleitfähigkeit für einen oder mehrere der Mehrzahl von VOC-Sensoren (306), die
mit einem Zielfluid in Kontakt sind, das keine Ziel-VOCs aufweist;
ii)KontaktierendeseinenoderdermehrerenVOC-Sensorenmit einemKontrollfluidstrom,dereinebekannte
Konzentration einer Ziel-VOC aufweist;
iii) Messen einer Kontrollleitfähigkeit für jeden der einen oder mehreren VOC-Sensoren; und
iv) Berechnen eines spezifischen Netto-Leitfähigkeitswerts SNCij, basierend auf der gemessenen Kontroll-
leitfähigkeit des einen oder der mehreren VOC-Sensoren, i = 1, 2, ..., und der bekannten Konzentration des
Ziel-VOCs, j = 1, 2, ..., innerhalb des Kontrollfluidstroms; und

optional Wiederholen der Kalibrierungsschritte i) bis iv) für eine Mehrzahl von Kontrollfluidströmen;
Ausführen der folgenden Messschritte:

v) Kontaktieren des einen oder der mehreren VOC-Sensoren mit dem Zielfluidstrom und Bestimmen eines
Satzes von Leitfähigkeitsänderungswerten (ΔKi) entsprechend jedes der einen oder der mehreren VOC-
Sensoren (306), die mit dem Zielfluidstrom in Kontakt sind; und
vi) Bestimmen einer Gaskomponentenkonzentration ([X]j) für jede der einen oder mehreren Ziel-VOCs
innerhalb des Zielfluidstroms basierend auf dem Satz von Leitfähigkeitsänderungswerten (ΔKi) und dem
einen oder den mehreren spezifischen Netto-Leitfähigkeitswerten (SNCij) für den einen oder die mehreren
der VOC-Sensoren, bei der jeder spezifische Netto-Leitfähigkeitswert einer der Ziel-VOCs entspricht,
bei der das Verfahren weiter aufweist:
Anpassen derBasislinienleitfähigkeit eines odermehrerer der VOC-Sensoren, nachdemsiemitmindestens
einer Ziel-VOC kontaktiert wurden, um die Basislinienleitfähigkeit des entsprechenden VOC-Sensors vor
einem Kontakt mit der mindestens einen Ziel-VOC in Übereinstimmung zu bringen, bei der die Basislinien-
leitfähigkeit eingestellt wird durch Erwärmen des einen oder der mehreren der VOC-Sensoren auf die
mindestens eine zweite Betriebstemperatur.

7. Verfahren nach Anspruch 6, bei dem der Satz von Leitfähigkeitsänderungswerten (ΔKi) basierend auf der Differenz
zwischen einer Signalleitfähigkeit, die für jeden aus dem einen oder den mehreren VOC-Sensoren, die mit dem
Zielfluidstrom inKontakt stehen, und der Basislinienleitfähigkeit jedes der entsprechendenVOC-Sensoren bestimmt
ist.

8. Verfahren nach Anspruch 6 oder 7, bei demmindestens eine aus der einen oder denmehreren Ziel-VOCs innerhalb
des Fluidstroms aus einer Gruppe ausgewählt ist, die besteht aus: 4,8-Dimethyldecanal; (Z,Z)‑3,6‑(11R)‑Dodeka-
dien‑11-olid; (Z,Z)‑3,6-Dodekadienolid; (Z,Z)‑5,8‑(11R)‑Tetradekadien‑13-olid; (Z)‑5-Tetradecen‑13-olid;
(R)‑(Z)‑14-Methyl‑8-Hexadecenal; (R)‑(E)‑14-Methyl‑8-Hexadecen-al; γ-Ethyl-γ-Butyrolacton; (Z,E)‑9,12-Tetrade-
kadienylacetat; (Z,E)‑9,12-Tetradekadien‑1-ol; (Z,E)‑9,12-Tetradekadienal; (Z)‑9-Tetradecenylacetat; (Z)‑11-Hexa-
decenylacetat; (2S,3R,1’S)‑2,3-Dihydro‑3,5-dimethyl‑2-ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-on;
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(2S,3R,1’R)‑2,3-Dihydro‑3,5-dimethyl‑2-ethyl‑6(1-methyl‑2-oxobutyl)‑4H-pyran‑4-on; (4S,6S,7S)‑7-Hydroxy‑4,6-
dimethylnonan‑3-on; (2S,3S)‑2,6-Diethyl‑3,5-dimethyl‑3,4-dihydro‑2H-pyran; 2-Palmitoyl-cyclohexan‑1,3-dion;
und 2-Oleoyl-cyclo-hexane‑1,3-dion.

9. System zum Identifizieren eines Insektenbefalls eines gelagerten Produkts, welches System aufweist:

eine Vorrichtung nach einem der Ansprüche 1 bis 5;
eine Testkammer, die das Sensorfeld einschließt; und
eine Lufttransfereinheit, die konfiguriert ist zumHolen eines Fluidstroms und zum Liefern des Fluidstroms zu der
Testkammer;
bei dem die Steuerung (374) operativ mit der Lufttransfereinheit und demSensorfeld verbunden ist, bei dem die
Steuerung konfiguriert ist zum:

Betreiben der Lufttransfereinheit zum Holen des Fluidstroms und zum Liefern des Fluidstroms zu der
Testkammer, so dass einer oder mehrere aus der Mehrzahl von VOC-Sensoren in Fluidkontakt mit dem
Fluidstrom sind;
Betreiben des Sensorfelds zum Messen der Leitfähigkeit für einen oder mehrere der Mehrzahl von VOC-
Sensoren;
Bestimmen des Satzes von Leitfähigkeitsänderungswerten entsprechend jedem der einen oder mehreren
VOC-Sensoren; und
BestimmenderGaskomponentenkonzentration für eine odermehrereZiel-VOCs innerhalb des Fluidstroms
basierend auf dem Satz von Leitfähigkeitsänderungswerten.

Revendications

1. Dispositif destiné à identifier une infestation d’insectes dansunproduit stockéendétectant unouplusieurs composés
organiques volatils (COV) cibles dans un flux de fluide cible, le dispositif comprenant :
un réseau de capteurs (304) comportant une pluralité de capteurs de COV individuels (306), dans lequel chaque
capteur de COV individuel comprend :

un substrat (318) différent des substrats des autres capteurs de COV ;
un circuit de chauffage résistif (324) formé sur une première face (320) du substrat (318) ;
un circuit de détection (326) formé sur une deuxième face (322) du substrat (318) ; et
un film chimiosensible (328) formé sur le circuit de détection, sur la deuxième face du substrat (318) ;
dans lequel les circuits de chauffage résistifs (324) sont configurés pour chauffer un ou plusieurs des capteurs de
COV (306) du réseau de capteurs (304) jusqu’à au moins une première température de fonctionnement et pour
chauffer le ou les capteurs de COV (306) jusqu’à au moins une deuxième température de fonctionnement, la
deuxième température de fonctionnement étant différente de la première température de fonctionnement du
capteur de COV (306) correspondant, et
dans lequel le réseaudecapteurs (304)est connectédemanière fonctionnelle àuncontrôleur (374), le contrôleur
étant configuré pour effectuer les étapes d’étalonnage suivantes à la première température de fonctionnement :

i) mesurer une conductance de référence pour un ou plusieurs capteurs de la pluralité de capteurs de COV
(306) mis en contact avec un fluide cible ne contenant aucun COV cible ;
ii)mettreencontact le ou lescapteursdeCOVavecunfluxdefluidedecontrôleprésentant uneconcentration
connue d’un COV cible ;
iii) mesurer une conductance de contrôle pour chacun du ou des capteurs de COV ; et
iv) calculer une valeur de conductance nette spécifique SNCij sur la base de la conductance de contrôle
mesurée du ou des capteurs deCOV, i = 1, 2, ..., et de la concentration connue duCOVcible, j = 1, 2, ..., dans
le flux de fluide de contrôle ; et

répéter éventuellement les étapes d’étalonnage i) à iv) pour une pluralité de débits de fluide de contrôle ;
le contrôleur (374) étant configuré pour exécuter les étapes de mesure suivantes :

v) déterminer un ensemble de valeurs de variation de conductance (ΔKi) correspondant à chacun du ou des
capteurs de COV (306) mis en contact avec le flux de fluide cible ; et
vi) déterminer une concentration en composant gazeux ([X]j) pour chacun du ou desCOV cibles dans le flux
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de fluide cible sur la base de l’ensemble de valeurs de variation de conductance (ΔKi) et de la ou des valeurs
de conductance nette spécifique SNCij pour le ou les capteurs de COV, où chaque valeur de conductance
nette spécifique SNCij correspond à l’un des COV cibles, et

dans lequel le contrôleur (374) est configuré pour effectuer l’étape d’ajustement suivante :
vii) ajuster la conductance de référence d’un ou de plusieurs des capteurs de COV après leur mise en contact
avec au moins un COV cible afin de la faire correspondre à la conductance de référence du capteur de COV
correspondant avant la mise en contact avec ledit au moins un COV cible, où la conductance de référence est
ajustée en chauffant le ou les capteurs parmi les capteurs COV à ladite au moins une deuxième température de
fonctionnement.

2. Dispositif selon la revendication 1, dans lequel le circuit de chauffage résistif d’aumoins un capteur de la pluralité des
capteurs deCOVest unmotif en serpentin présentant une largeur depiste longitudinale comprise entre environ 0,288
mmetenviron0,352mmetunespacementdepiste longitudinal comprisentreenviron0,333mmetenviron0,407mm.

3. Dispositif selon la revendication 1 ou 2, dans lequel le circuit de détection d’au moins un capteur de la pluralité de
capteurs de COV comprend un premier élément de détection (346) et un deuxième élément de détection (348)
formant une paire de contacts interdigités allongés ;

dans lequel le premier élément de détection comprend une pluralité de contacts allongés (350), chaque contact
présentant une largeur depiste latérale comprise entre environ 0,162mmet environ 0,198mmet unespacement
de piste latéral compris entre environ 0,738 mm et environ 0,902 mm ;
dans lequel le deuxièmeélémentdedétectioncomprendunepluralitédecontacts allongés (352), chaquecontact
présentant une largeur depiste latérale comprise entre environ 0,162mmet environ 0,198mmet unespacement
de piste latéral compris entre environ 0,738 mm et environ 0,902 mm,
dans lequel chacun des premier et deuxième éléments de détection comprenant au moins trois contacts
allongés ; et
dans lequel le circuit de détection présente un espacement de piste latéral entre chaque contact allongé des
premier et deuxième éléments de détection compris entre environ 0,288 mm et environ 0,352 mm.

4. Dispositif selon l’une quelconque des revendications 1 à 3, dans lequel au moins l’un parmi le circuit de chauffage
résistif et le circuit de détection est formé à partir d’une composition comprenant du platine, et le film chimiquement
sensible est un film d’oxyde d’étain nanocristallin formé à partir d’un gel aqueux d’oxyde d’étain, et
dans lequel le filmchimiquement sensible comprendunagent dedopagechoisi parmi le groupeconstituéde : platine ;
palladium ; molybdène ; tungstène ; nickel ; ruthénium ; et osmium.

5. Dispositif selon l’une quelconquedes revendications 1à 4, dans lequel le réseaude capteurs comprendde deux à dix
capteurs de COV.

6. Procédéd’identification d’une infestation d’insectes dans unproduit stocképar détection d’un ouplusieurs composés
organiques volatils (COV) cibles dans un flux de fluide cible, le procédé comprenant :
fournir un dispositif qui comprend :
un réseau de capteurs (304) comportant une pluralité de capteurs de COV individuels (306), dans lequel chaque
capteur de COV individuel comprend :

un substrat (318) différent des substrats des autres capteurs de COVet comportant une première face (320) et
une deuxième face (322) ;
un circuit de chauffage résistif (324) formé sur la première face (320) du substrat (318) ;
un circuit de détection (326) formé sur la deuxième face (322) du substrat (318) ; et
un film chimiquement sensible (328) formé sur le circuit de détection, sur la deuxième face (322) du substrat
(318), et
dans lequel les circuits de chauffage résistifs (324) sont configurés pour chauffer un ou plusieurs des capteurs de
COV (306) du réseau de capteurs (304) jusqu’à au moins une première température de fonctionnement et pour
chauffer le ou les capteurs de COV (306) jusqu’à au moins une deuxième température de fonctionnement, la
deuxième température de fonctionnement étant différente de la première température de fonctionnement du
capteur de COV (306) correspondant ;
effectuer les étapes d’étalonnage suivantes à la première température de fonctionnement :
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i) mesurer une conductance de référence pour un ou plusieurs de la pluralité de capteurs de COV (306) mis
en contact avec un fluide cible ne contenant aucun COV cible ;
ii)mettreencontact le ou lescapteursdeCOVavecunfluxdefluidedecontrôleprésentant uneconcentration
connue d’un COV cible ;
iii) mesurer une conductance de contrôle pour chacun du ou des capteurs de COV ; et
iv) calculer une valeur de conductance nette spécifique SNCij sur la base de la conductance de contrôle
mesurée du ou des capteurs deCOV, i = 1, 2, et de la concentration connue duCOV cible, j = 1, 2, ..., dans le
flux de fluide de contrôle ; et

en répétant, éventuellement, les étapes d’étalonnage i) à iv) pour une pluralité de débits de fluide de contrôle ; et
effectuer les étapes de mesure suivantes :

v) mettre en contact le ou les capteurs de COV avec le débit de fluide cible et déterminer un ensemble de
valeurs de variation de conductance (ΔKi) correspondant à chacun du ou des capteurs de COV (306)mis en
contact avec le débit de fluide cible ; et
vi) déterminer une concentration en composant gazeux ([X]n) pour chacun du ou des COV cibles dans le
débit de fluide cible, sur la base de l’ensemble de valeurs de variation de conductance (ΔKi) et de la ou des
valeurs de conductance nette spécifique (SNCij) pour le ou les capteurs de COV, chaque valeur de
conductance nette spécifique correspondant à l’un des COV cibles,

dans lequel le procédé comprenant en outre :
l’ajustement de la conductance de référence d’un ou de plusieurs capteurs parmi les capteurs deCOVaprès leur
mise en contact avec au moins un COV cible, afin de la faire correspondre à la conductance de référence du
capteur deCOVcorrespondant avant samise en contact avec ledit aumoins unCOVcible, où la conductance de
référence est ajustée en chauffant un ou plusieurs des capteurs deCOVà aumoins la deuxième température de
fonctionnement.

7. Procédé selon la revendication 6, dans lequel l’ensemble de valeurs de variation de conductance (AKi) est déterminé
sur la basede la différence entre une conductancede signalmesurée pour chacunduoudes capteurs deCOVmis en
contact avec le flux de fluide cible et la conductance de référence de chacun des capteurs de COV correspondants.

8. Procédé selon la revendication 6 ou 7, dans lequel au moins l’un parmi le ou les COV cibles dans le flux de fluide est
choisi parmi un groupe comprenant le : 4,8-diméthyldécanal ; (Z,Z)‑3,6‑(11R)‑dodécadiène‑11-olide ; (Z,Z)‑3,6-
dodécadiénolide ; (Z,Z)‑5,8‑(11R)‑tétradécadién‑13-olide ; (Z)‑5-tétradécène‑13-olide ; (R)‑(Z)‑14-méthyl‑8-hexa-
décénal ; (R)‑(E)‑14-méthyl‑8-hexadécénal ; γ-éthyl-γ-butyrolactone ; acétate de (Z,E)‑9,12-tétradécadiényle ;
(Z,E)‑9,12-tétradécadién‑1-ol ; (Z,E)‑9,12-tétradécadiénal ; acétate de (Z)‑9-tétradécényle ; acétate de (Z)‑11-
hexadécényle ; (2S,3R,1’S)‑2,3-dihydro‑3,5-diméthyl‑2-éthyl‑6(1-méthyl‑2-oxobutyl)‑4H-pyran‑4-one ;
(2S,3R,1’R)‑2,3-dihydro‑3,5-diméthyl‑2-éthyl‑6(1-méthyl‑2-oxobutyl)‑4H-pyran‑4-one ; (4S,6S,7S)‑7-hydroxy‑4,6-
diméthylnonan‑3-one ; (2S,3S)‑2,6-diéthyl‑3,5-diméthyl‑3,4-dihydro‑2H-pyrane ; 2-palmitoyl-cyclohexane‑1,3-
dione ; et 2-oléoyl-cyclohexane‑1,3-dione.

9. Système permettant d’identifier une infestation d’insectes dans un produit stocké, le système comprenant

un dispositif selon l’une des revendications 1 à 5 ;
une chambre d’essai renfermant le réseau de capteurs ; et
une unité de transfert d’air configurée pour capter un flux de fluide et acheminer ce flux de fluide vers la chambre
d’essai ;
dans lequel le contrôleur (374) est connecté de manière fonctionnelle à l’unité de transfert d’air et au réseau de
capteurs, le contrôleur étant configuré pour :

actionner l’unité de transfert d’air pour capter le flux de fluide et acheminer ce flux de fluide vers la chambre
d’essai, de telle sorte qu’unouplusieurs capteurs de la pluralité de capteursdeCOVsont en contact fluidique
avec le flux de fluide ;
actionner le réseau de capteurs pour mesurer la conductance d’un ou plusieurs capteurs de la pluralité de
capteurs de COV ;
déterminer l’ensemble des valeurs de variation de conductance correspondant à chacun du oudes capteurs
de COV ; et
déterminer la concentration de composant gazeux pour un ou plusieurs COV cibles dans le flux de fluide sur
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la base de l’ensemble de valeurs de variation de conductance.
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